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VIEMOTECH

DIVIX

S0

Made in Japan.
Manufactured by Matsushita Electric-Industrial Co Ltd. Osaka, Japan.
Printed in England.

VIEMOTECH
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® Bidirectional minimum-distance access cartridge.
@ Compact cartridge-type ribbon designed for long life and easy

replacement.

® Seamless, continuous ribbon surface provides uniformly

outstanding print quality.

® Precision print head utilizes special wires for sharp, quality

printing and greater durability.

® Underlining, elongated characters and skipping between

characters.

® The Memotech DMX80 printer is under application for UL and

FCC approval.

Seamless black ribbon in compact cartridge. 4 million characters
— unique built-in tank to refresh ribbon. (Patent Pending).
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Memotech Limited, Station Lane Industrial Estate, Witney, Oxon.

OX8 6BX. Telephone Witney 2977.
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Mve'motech Corporation. 99 Cabot Street, Needham, MA 02194, USA.
Telephone 617-449-6614.

PRINT METHOD
CHARACTER SET
PRINT SPEED
PRINT DIRECTION

HEAD SIZE
HEAD LIFE
LINE SPACING

PRINTING
CHARACTERISTIC
Matrix

Character set

CHARACTER
STRUCTURE
Normal
Graphics
Elongated

BIT IMAGES
(1 line x Ver.)

PRINTING SIZES

Normal
Elongated
Condensed

MEDIA HANDLING
Paper Feed

Paper Width Range

Copies
Paper Path

INTERFACES
Standard
Optional

NOISE LEVEL

ENVIRONMENTAL
CONDITIONS

Temperature Range
Operating Humidity

POWER
REQUIREMENT
Voltage/Current
Power Consumption

PHYSICAL
CHARACTERISTICS

“HXWxD

Weight

Serial impact dot matrix
Pica Elite
80 cps 96 cps

Bidirectional with logical seeking
Unidirectional in the bit image mode

9 pin
150 million characters + pins

4.23 mm (1/6") and 3.18 mm
(1/8"), n/72", n/144" programmable

9x9

Full 96 character ASCII with

descenders + 62 customer
ecified chrs

Horizontal Vertical
5x9
6x7

10x9

Standard 576 x 8 Double density
1162 x 8

Selectable by DIP SW or programmable

Characters Characters
per inch per line

Pica Elite Pica Elite
10 12 80 96
5 6 40 48
14 17 113 136

Adjustable sprocket tractor feed

and Friction feed.

Sprocket or single sheet paper

from 4” to 10"

3 (Original Plus 2 non-carbon copies)
Rear

8 bit parallel
(4K Buffer Parallel) (RS232C + 2K
Buffer)

60 dB

5°C to 40°C (41°F to 104°F)
20% to 80% non-condensing

220/240/VAC, 50 HZ/1AMP/240 VA
115 VAC, 60 HZ/1 AMP/115 VA

115 mm x 399 mm x 286 mm
7.0 kg (15.47 Ibs)

Specification subject to change without notice.
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